
Coils with 
Mold 

Coils with 
UV Light

Laboratory studies 
show that after just a 
few hours of operation 
APCO® significantly 
reduces the most 
common forms of 
indoor air pollution*

ENTER  
THE MATRIX
At the heart of APCO® is a matrix of 
activated carbon cells. These cells attract 
and holds odors and microbes which are 
then catalyzed by exposure to UV light. 
The cells are self-cleaning and the system 
is virtually maintenance-free.

Odors 492 fpm

Bacteria

Mold

* Visit www.freshaireuv.com/apco.html for more information

APCO® % Reduction of Common  
Indoor Air Contaminants Over 4 Hours
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APCO® With Magnetic Mounting
The Fresh-Aire UV APCO® Mag (magnetic mounting) system works with 
your central air system to reduce odors, toxic chemical vapors, germs 
and mold in your home. APCO® Mag uses the same technology as 
the standard APCO unit but uses a magnet mounting plate and a 
remote mounted power supply.

UV-C light supresses microbial growth 
on HVAC coils and surrounding areas

http://www.freshaireuv.com/ozone-free.html
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APCO Mag 11 Part Numbers
18-32 VAC Replacement Lamp

TUV-APCO-MAG11-ER
TUV-APCO-MAG11-ER2

1 Year Lamp
2 Year Lamp

TUVL-111P
TUVL-211P

120-277 VAC Replacement Lamp

TUV-APCO-MAG11-ST
TUV-APCO-MAG11-DT  
TUV-APCO-MAG11-ST2  
TUV-APCO-MAG11-DT2

1 Year Lamp
1 Year Lamp Dual
2 Year Lamp
2 Year Lamp Dual

TUVL-111P
TUVL-111P & TUVL-115P
TUVL-211P
TUVL-211P & TUVL-215P

APCO Mag 15 Part Numbers
18-32 VAC Replacement Lamp

TUV-APCO-MAG15-ER
TUV-APCO-MAG15-ER2

1 Year Lamp
2 Year Lamp

TUVL-115P
TUVL-215P

120-277 VAC Replacement Lamp

TUV-APCO-MAG15-ST
TUV-APCO-MAG15-DT 
TUV-APCO-MAG15-ST2  
TUV-APCO-MAG15-DT2

1 Year Lamp
1 Year Lamp Dual
2 Year Lamp
2 Year Lamp Dual

TUVL-115P
TUVL-115P (x 2)
TUVL-215P
TUVL-215P (x 2)

Specifications
UV Lamp 1 Year (part #s TUVL-111P, TUVL115P)

254 NM UVC Quartz Hot Filament

2 Year (part #s TUVL-211P, 215P)
254 NM UVC Shielded Quartz Hot Filament

PCO Cell Advanced Monolithic Absorptive PCO cell with 
proprietary absorption media and proven TiO2 
photo-catalyst

Pressure Drop <0.01” w.c. @ 400 FPM

Dimensions APCO MAG11 5.5”W x 4”H x 13”D 
APCO MAG15 5.5”W x 4”H x 17”D

Pressure Drop <0.01” w.c. @ 400 FPM

Electrical 
ER Series

18-32 VAC, 60 Hz, 0.68 Amps, 16 VA
Low-voltage power-supply

Electrical 
ST / DT Series

120-277 VAC, 50/60 Hz, 
0.51 Amps/120V Thru 0.22 Amps/277V
High-voltage power-supply

Warranty Lifetime for all parts except lamp

Ideal for package units

APCO Mag 11

APCO Mag 15

Coil mount

2 sizes fit most air handlers

U.S. patent #7,704,463

http://freshaireuv.com/warranty-all-parts.html
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